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Datasheet

LED engine specification

Product type:
LE-24-4800K-108X2835PLX

Description:

LuxaLight LED Engine Neutral White 4800K Protected (24 Volt, 108 LEDs,
2835, IP64)

oHS

2002/95/EC

Date:
06-12-2023
Page 1 of 5
LuxaLight B.V. KvK-nummer: 57580561 Email: info@luxalight.eu
Hastelweg 260B BTW-nummer: NL852642209B01 Website: www.luxalight.eu
5652 CN Eindhoven ING bankrekening: 7815975 Tel.: +31 (0)40-202 49 04

Nederland IBAN: NL87 INGB 0007 8159 75



Luxaltight®

DATASHEET
LE-24-4800K-108X2835PLX

Technical Specifications

LE-24-4800K-108X2835PLX

General

LED Type 2835 SMD

LED Quantity 108 LEDs / Engine
Dimensions 200*20*2(LxBxH)
Weight 22g / Engine
Mounting 3M tape VHB4905

Environment

Working Temperature

-20°C ~ +70°C

Storing Temperature

-20°C ~ +70°C

IP Grade P64
Mechanical Protection Silicone Nano Coating
Working Voltage DC24V
Working Current 1,25 A/ Engine
. Working Wattage 30 W / Engine
Electronic
Driving Method Constant Voltage
NTC Resistance 5Kohm
NTC Beta 3950
Engine Colour temperature (k) 4800K Neutral White
CRI 295 Ra
BIN 3 SDCM
Voltage at measurement 24V 29V 34V
Current at measurement 1,25 A 19A 2,65A
Wattage at measurement 30 W 55,1 W 90,1 W
Peak Measured Colour temp. (10cm 4890k
2,5 1280 W/m? 2065 W/m? 2690 W/m?
5 569 W/m? 918 W/m? 1196 W/m?
Total Radiance per distance 7.5 328 W/m? 529 W/m? 689 W/m?
230nm - 1000nm (cm)
(1 LED Engine)* 10 224 W/m? 361 W/m? 470 W/m?
20 75,7 W/m? 122 W/m? 159 W/m?
30 39,9 W/m? 64 W/m? 83 W/m?
2,5 5631 umol/m? 8977 umol/m? 11615 pmol/m?
5 2514 pmol/m? 4008 pmol/m? 5186 umol/m?
Total PPFD pmol/m? (PAR 400- 7,5 1447 pmol/m? 2307 umol/m? 2985 pumol/m?
Lighting 1 L:g(:irrl:;i:\e)* 10 988 pumol/m? 1575 pumol/m? 2038 umol/m?
20 335 umol/m? 534 umol/m? 691 umol/m?
30 177 umol/m? 282 pmol/m? 365 pmol/m?
2,5 361 kix 601 kix 792 kix
5 161 kix 268 klx 353 klx
llluminance (Lux) at 7,5 93 kix 155 kix 204 klx
(1 LED Engine)* 10 63 kix 105 kix 138 kix
20 21 kix 35 kix 46 kix
30 11 kix 18 kix 24 klx
Wavelength Range 301-400nm |401-500nm [501-600nm [601-700nm (701 -800nm
2,5 |4,7 umol/m? |1188 pmol/m?2294 umol/m?(2149 pmol/m? 360 pmol/m?
5 ]1,8 umol/m? |532 umol/m? |1024 pmol/m?958 umol/m? |161 umol/m?
umol/m? PPFD at 24V 7,5 |1,1 pmol/m? |309 pmol/m? [589 pmol/m? [550 pmol/m? |93 pmol/m?
(1 LED Engine)* 10 |0,7 umol/m? |211 umol/m? |401 pmol/m? |375 pumol/m? |63 pmol/m?
20 |0,11 umol/m? |73 umol/m? [136 umol/m? [127 umol/m? 22 umol/m?
30 |0,04 umol/m?[38umol/m? |72 umol/m? |67 umol/m? |11 umol/m?
Viewing Angle (6) 120 5°

*By using the pulse mode in combination with the MaNima Pollux Industry, higher performances can be reached
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Wavelength 4800K Neutral White :
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Radiance and PPFD of 4800K Neutral White:
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Luxaltight®

Lux at 4800K Neutral White:
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Measuring
distance

2,5cm
5cm
7,5cm
10cm
20cm
30cm

720

Lux

361,1 kix
161,1 kix
92,6 kix
63,2 kix
21,4 klx
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Luxaltight®

The Materials of PCB:
2mm Thick Aluminium.

Solderings:
Solder Alloy: 99.3 Sn, 0.7 Cu,

Melting

Temperature: 227°C

No SVHC (Jan 2021)

Certificate of Conformity:
EC Council Directive 2004/108/EC
Electromagnetic Compatibility

Complies to the standards:

NEN-EN-IEC 61000-3-2:2019/A1:2021
NEN-EN-IEC 61000-3-3:2013+A1:2017+A2:2021
NEN-EN-IEC 61547:2009

DATASHEET
LE-24-4800K-108X2835PLX

While LuxaLight has made every reasonable effort to ensure the accuracy of the information in this brochure,
Luxalight does not guarantee that it is error-free, nor does LuxaLight make any other representation, warranty or
guarantee that the information is accurate, correct, reliable or current. Luxalight reserves the right to make any
adjustments to the information contained herein at any time without notice. LuxaLight expressly disclaims all implied
warranties regarding the information contained herein, including, but not limited to, any implied warranties of
merchantability or fitness for a particular purpose. The dimensions in this catalogue are for reference purposes only
and are subject to change without notice. Specifications are subject to change without notice. Consult LuxaLight for
the latest dimensions and design specifications.
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