Luxaltight®

Datasheet

LED engine specification

Product type:
LE-24-960-108X2835PLX

Description:
LuxalLight LED Engine Near Infrared 960nm Protected (24 Volt, 108 LEDs,
2835, IP64)
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Luxaltight®

Technical Specifications
LE-24-960-108X2835PLX
LED Type 2835 SMD
LED Quantity 108 LEDs / Engine
General Dimensions 200*%20*2 (LxBxH)
Weight 22g / Engine
Mounting 3M tape VHB4905
Working Temperature -20°C ~ +70°C
. Storing Temperature -20°C ~ +70°C
Environment
IP Grade 1P64
Mechanical Protection Silicone Nano Coating
Working Voltage DC24V
Working Current 1,25 A/ Engine
. Working Wattage 30 W / Engine
Electronic
Driving Method Constant Voltage
NTC Resistance 5Kohm
NTC Beta 3950
Engine Wavelength (nm) 960nm Near Infrared
Voltage at measurement 24V 29V 34V
Current at measurement 1,25 A 1,7 A 2,1A
Wattage at measurement 30 W 49,3 W 71,7 W
Peak Measured Wavelength (5cm) 853nm
2,5 10 W/m? 13,1 W/m? 17,1 W/m?
. 5 4,9 W/m? 6,4 W/m? 8,4 W/m?
PeakMeasured Radiance per 751 3wy 3,9 W 5,1 W/’
(1 LED Engine) 1y 16 W/m? 2,1 W/m? 2,7 W/m?2
L. 20 0,6 W/m? 0,8 W/m? 1W/m?
Lighting
30 0,3 W/m? 0,4 W/m? 0,5 W/m?
2,5 490 W/m? 689 W/m? 872 W/m?
5 239 W/m? 336 W/m? 425 W/m?
Total Radiance per distance 7,5 143 W/m? 201 W/m? 254 W/m?
230nm - 1000nm (cm)
(1 LED Engine) 10 78,3 W/m? 110 W/m? 139 W/m?
20 30 W/m? 42 W/m? 53 W/m?
30 16,4 W/m? 23 W/m? 29 W/m?
Viewing Angle () 120 +5°
Keep the LED Engine within operating temperatures, for more infromation about heat management, read the
'LuxaLight modular LED Fixtures infosheet'

Page 2 of 4

LuxaLight B.V.
Hastelweg 260B
5652 CN Eindhoven
Nederland

KvK-nummer: 57580561
BTW-nummer: NL852642209B01
ING bankrekening: 7815975
IBAN: NL87 INGB 0007 8159 75

Email: info@luxalight.eu
Website: www.luxalight.eu
Tel.: +31 (0)40-202 49 04



Luxalight™®

Wavelength 960nm Near Infrared:
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Radiance

960nm Near Infrared:
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distance

2,5cm 490 W/m? 49 mW/cm?
5cm 239 W/m? 23,9 mW/cm?
7,5cm 143 W/m? 14,3 mW/cm?
10cm 78,3 W/m? 7,8 mW/cm?
20cm 30 W/m?> 3 mW/cm?
30cm 16,4 W/m? 1,64 mW/cm?

Measuring
Distances

0,00E+0-;
860

865 870 875 880 885 890

Page 3 of 4
LuxaLight B.V. KvK-nummer: 57580561 Email: info@luxalight.eu
Hastelweg 260B BTW-nummer: NL852642209B01 Website: www.luxalight.eu
5652 CN Eindhoven ING bankrekening: 7815975 Tel.: +31 (0)40-202 49 04

Nederland

IBAN: NL87 INGB 0007 8159 75



Luxaltight®

The Materials of PCB:
2mm Thick Aluminium.

Solderings:
Solder Alloy: 99.3 Sn, 0.7 Cu,

Melting

Temperature: 227°C

No SVHC (Jan 2021)

Certificate of Conformity:
EC Council Directive 2004/108/EC
Electromagnetic Compatibility

Complies to the standards:

NEN-EN-IEC 61000-3-2:2019/A1:2021
NEN-EN-IEC 61000-3-3:2013+A1:2017+A2:2021
NEN-EN-IEC 61547:2009
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While Luxalight has made every reasonable effort to ensure the accuracy of the information in this brochure,
LuxaLight does not guarantee that it is error-free, nor does Luxalight make any other representation, warranty or
guarantee that the information is accurate, correct, reliable or current. LuxaLight reserves the right to make any
adjustments to the information contained herein at any time without notice. LuxaLight expressly disclaims all implied
warranties regarding the information contained herein, including, but not limited to, any implied warranties of
merchantability or fitness for a particular purpose. The dimensions in this catalogue are for reference purposes only
and are subject to change without notice. Specifications are subject to change without notice. Consult LuxaLight for
the latest dimensions and design specifications.
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