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Datasheet  

  

  

LED engine specification  
  

Product type:  

LP-48-365-300-500x500-2835 

  

Description:  

LuxaLight Aluminium LED Panel UV-A 365nm 300W 500 x 500mm Nano 

Waterproof (48V, 2835, IP64)  
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5 175 mJ/cm² 17,5 W/m² 296 mJ/cm² 29,6 W/m² 348 mJ/cm² 34,8 W/m²

7,5 170 mJ/cm² 17 W/m² 292 mJ/cm² 29,2 W/m² 340 mJ/cm² 34 W/m²

10 160 mJ/cm² 16 W/m² 271 mJ/cm² 27,1 W/m² 324 mJ/cm² 32,4 W/m²

20 117 mJ/cm² 11,7 W/m² 208 mJ/cm² 20,8 W/m² 245 mJ/cm² 24,5 W/m²

30 89 mJ/cm² 8,9 W/m² 151 mJ/cm² 15,1 W/m² 175 mJ/cm² 17,5 W/m²

40 68 mJ/cm² 6,8 W/m² 114 mJ/cm² 11,4 W/m² 135 mJ/cm² 13,5 W/m²

60 47 mJ/cm² 4,7 W/m² 80 mJ/cm² 8 W/m² 93 mJ/cm² 9,3 W/m²

5 2618 mJ/cm² 261,8 W/m² 4373 mJ/cm² 437,3 W/m² 5120 mJ/cm² 512 W/m²

7,5 2549 mJ/cm² 254,9 W/m² 4335 mJ/cm² 433,5 W/m² 4970 mJ/cm² 497 W/m²

10 2394 mJ/cm² 239,4 W/m² 4172 mJ/cm² 417,2 W/m² 4810 mJ/cm² 481 W/m²

20 1781 mJ/cm² 178,1 W/m² 3239 mJ/cm² 323,9 W/m² 3760 mJ/cm² 376 W/m²

30 1349 mJ/cm² 134,9 W/² 2353 mJ/cm² 235,3 W/m² 2710 mJ/cm² 271 W/m²

40 1039 mJ/cm² 103,9 W/m² 1814 mJ/cm² 181,4 W/m² 2070 mJ/cm² 207 W/m²

60 729 mJ/cm² 72,9 W/m² 1302 mJ/cm² 130,2 W/m² 1480 mJ/cm² 148 W/m²

48V 52V 54V

IP64

Nano Silicone layer

Technical Specifications

Environment

General

Driving Method

Working Wattage

Electronic

LP-48-365-300-500x500-2835

LED Quantity

Dimensions

Weight

Mounting

2835 SMD

1820 LEDs

500 * 500 *5mm

3,4kg

4 x Ø6mm hole for mounting

-20℃ ～  +70℃ 

-20℃ ～  +70℃ 

48V

4,9A

Total Radiance per distance 

230nm - 1000nm (cm)

NTC Resistance

NTC Beta

Viewing Angle (θ)

Working Voltage

Working Current

LED Type

221,76W

52V

8,29A

431,1W

54V

12,6A

680,4W

2 x 1,5mm² Black 

Constant Voltage

10Kohm

3950

365nm UV-A

369nm

Mechanical Protection

Cable type

Working Temperature

Storing Temperature

IP Grade

Engine Wavelength (nm) 

Peak Measured Wavelength (5cm)

Peak Measured Radiance per 

distance (cm)

Lighting

120 ±5°
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Wavelength UV-A 365nm at 48V:  

 
 

Wavelength UV-A 365nm at 52V:  

 
 

 

 

 

 



DATASHEET  
  LP-48-365-300-500x500-2835 

  

Page 4 of 5  
  

LuxaLight B.V. KvK-nummer: 57580561 Email: info@luxalight.eu    

Hastelweg 260B BTW-nummer: NL852642209B01 Website: www.luxalight.eu 

5652 CN  Eindhoven ING bankrekening: 7815975 Tel.: +31 (0)40-202 49 04 

Nederland IBAN: NL87 INGB 0007 8159 75   

Wavelength UV-A 365nm at 54V:  
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The Materials of PCB:  

5mm Thick Aluminium.   

  

Solderings:  
Solder Alloy: 99.3 Sn, 0.7 Cu,   
Melting Temperature: 227°C  
No SVHC (Jan 2021)  
 

Certificate of Conformity:  
EC Council Directive 2004/108/EC  
Electromagnetic Compatibility  
 

Complies to the standards:  

• NEN-EN-IEC 61000-3-2:2019/A1:2021 

• NEN-EN-IEC 61000-3-3:2013+A1:2017+A2:2021 

• NEN-EN-IEC 61547:2009 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

While LuxaLight has made every reasonable effort to ensure the accuracy of the information in this brochure, 

LuxaLight does not guarantee that it is error-free, nor does LuxaLight make any other representation, warranty or 

guarantee that the information is accurate, correct, reliable or current. LuxaLight reserves the right to make any 

adjustments to the information contained herein at any time without notice. LuxaLight expressly disclaims all implied 

warranties regarding the information contained herein, including, but not limited to, any implied warranties of 

merchantability or fitness for a particular purpose. The dimensions in this catalogue are for reference purposes only 

and are subject to change without notice. Specifications are subject to change without notice. Consult LuxaLight for 

the latest dimensions and design specifications.  


